CONCRETE VALVE BOX WITH LOCKING
NON—HINGED CAST IRON COVER

FINISH GRADE-

NOTES

7) EACH VALVE SHALL HAVE ITS OWN TEE OR ELL CONNECTION
TO THE MAINLINE. NO MANIFOLD CONNECTIONS

2) PROVIDE MINIMUM 3’ CLEAR DISTANCE BETWEEN VALVES

3) INSTALL VALVE BOX IN A MANNER THAT BOX DOES NOT

REST ON ANY [RRIGATION LINE
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SCH 80 PVC NIPPLE
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COMMON WIRE

\ #P/LO?’ WIRE

WHEN LESS THAN 10° OF HORIZONTAL

DISTANCE IS AVAILABLE TO CHANGE
DEPTH OF FPIPE, USE 45° ELL FITTINGS
TO TRANSITION CHANGE IN GRADE

] TYPICAL AUTOMATIC VALVE

S}'AMPED BRASS TAG 12" X 1”7
W/1/4" HIGH SEQUENCE NUMBER

EPOXY—ENCAPSULATED 24 VOLT

|_—" soLenom

2" MIN. CLEARANCE
ABOVE [ATERAL

NO SCALE

FINISH GRADE PLANTER AREAS
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SCHEDULE 40 LATERAL

FINISH SURFACE OF CURE OR CONC.

TWO PIECE BRASS BODIED QUICK
COUPLER VALVE W/LOCKING VINYL CAP
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18" MIN.
24" MAX.
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ELEVATION

Q\ MAIN

as

24" MIN.
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LINE

MAIN LINE

REBAR STAKE

REGAR STAKE & 2 STAINLESS STEEL

O SECURELY STAKE W/#4 X MIN 24" LONG
/ CLAMPS. TOP OF STAKE TO BE MIN 1,/2”
’ BELOW FINISH GRADE

———_ SCH. 80 PV.C. RISER

/ 90° SCH. 40 P.V.C. ELL TxT
90° PVC STREET FLL

SCH. 80 PVC NIPPLE — 6" MIN. LENGTH

90° PVC STREET ELL

S\CU/?B OR STAMPED CONCRETE

MIN. 17 DIA. BLUE DOT PAINTED ON CURB

FINISH GRADE PLANTER AREAS

FINISH SURFACE OF CURB OR CONC.

12" HIGH—POP HEAD
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ARLINGTON
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" ———— SCH. 80 P.V.C. RISER

90° SCH. 40 P.V.C. ELL TxT

90" PVC STREET £LL

SCH. 80 PVC NIPPLE — 6" MIN. LENGTH

PVC [ATERAL LINE

ELEVATION

PVC LATERAL LINE

90" PVC STREET £LL

SPRINKLER HEAD

1 $‘\cz//?5 OR STAMPED CONCRETE

2" MIN
47 MAX

DRVE

PLAN VIEW

TYPICAL SPRAY HEAD ASSEMBL

NO SCALE

PLAN VIEW
NO SCALE
i
IRRIGATION LEGEND
SYMBOL | DESCRIPTION : DETAIL | REMARKS
$ GRISWOLD 2000 REMOTE CONTROL VALVE — SIZE PER PLAN 7 SIZE PER PLAN
O RAINBIRD 44LRC 1" QUICK COUPLER 2
_— = PRESSURE MAINLINE PVC SCH 40 — SIZE PER PLAN 3/47
NON—-PRESSURE [ATERAL LINE PVC CL200 3/4”
' NOT SHOWN | UF DIRECT BURIAL CONTROL WIRE, SOLID COPPER
2 |1 x| EXISTING BACKFLOW DEVICE
X RAINBIRD 1804—MPR—15F SPRAY SPRINKLER 15R 1.20 GPM 3 FULL CIRCLE
<2 RAINBIRD 1804—MPR—15H SPRAY SPRINKLER 15R 0.60 GPM 3 1/2 CIRCLE
<3 RAINGIRD 1804—15—VAN SPRAY SPRINKLER 15°R 0.40 GPM J ADJUSTED TO COVER REQUIRED AREA
<]«4 RAINBIRD 1804—MPR—15Q SPRAY SPRINKLER 15R 0.30 GPM J 1/4 CIRCLE

RAGATION NOTES

QENERAL NOTES

o\ XX GPM— G.P.M. REQD
o M—
\X A VALVE SIZE

. EXISTING IRRIGATION CONTROLLER, AUTOMATIC VALVES AND BACKFLOW

. EXISTING IRRIGATION SYSTEM BEYOND THE AUTOMATIC VALVE IS

. NEW CONTROL WIRES FOR NEW AUTOMATIC VALVES ARE TO BE

DEVICE ARE TO REMAIN IN PLACE AND BE USED FOR THE NEW
IRRIGATION SYSTEM .

7O BE REMOVED

RIVERSIDE

INSTALLED AND CONNECTED TO THE EXISTING [RRIGATION
CONTROLLER

. EXISTING TREES ARE TO REMAIN IN PLACE AND DO NOT REQUIRE

ANY SEFARATE IRRIGATION.

. ALL EXISTING BUSHES SHRUBS AND SMALL TREES ARE TO BE

REMOVED AS DIRECTED BY THE -ENGINEER.

. ALL A.C. WALKWAYS AND OTHER DEBRIS A/-é[ 7O BE REMOVED AND

ALL DIRT AREAS ARE TO BE ROTOTILLED AND THE SOIL FPREFPARED
FOR PLANTING PER THE SPECIAL PROVISIONS

ALL DIRT AREAS ARE TO BE REGRADED TO DRAIN TO THE CURBS.
AFTER REGRADING IS APPROVED THE SOIL IS TO BE PREPARED
AND PLANTED WITH MARATHON [ SOD PER THE SPECIAL PROVISIONS.

. THE CONTRACTOR SHALL MAINTAIN ALL PLANTINGS FOR A MINIMUM

PERIOD OF NINETY (90) DAYS.

. CONTRACTOR IS TO DE—FROND ALL EXISTING PALM TREES. ALL DEAD FRONDS

SHALL BE REMOVED AND THE ENTIRE TRUNK SKINNED CLEAN TO THE HEIGHT
OF GREEN FRONDS. HEADS ARE TO BE TRIMMED TO 45° ABOVE HORIZONTAL
CONTRACTOR IS TO CONTACT THE STREET TREE INSPECTOR AT (909)715-6126
BEFORE BEGINNING WORK AND FOR FINAL APPROVAL.

SPECIFIC CONSTRUCTION NOTES

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER TO THE RESPECTIVE
STANDARD DRAWING AND SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS
MODIFICATIONS ARE NOTED ON THE PLAN OR COVER SHEET. ANY NUMBER
SHOWN BELOW THE STANDARD DRAWING NUMBER INDICATES THE SPECIFIC
ALTERNATE TO BE CONSTRUCTED.

AREA TO BE COVERED WITH 2" MIN. OF WOOD CHIPS

EXISTING IRRIGATION
. CONTROLLER AND
CABINET 70 BE USED

/2 \4.8 GPM

\4/

EXISTING AUTOMATIC
VALVE TO BE USED

/ 1\ 32 GPM
S %%

EXISTING PULLBOX TO BE
PROTECTED IN PLACE

EXISTING BACKFLOW
DEVICE TO REMAIN

MoBIRED
Mow sSTRIP

L
EXISTING MODEL HOME--SIGN
JO BE PROTECTED IN PLACE

w=1.5"
Mow/ sTRIP

ALL EXISTING PALM TREES ARE 10 BE
DEFRONDED AND SKINNE:
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